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THE EFFECTS OF NOSE BLUNTNESS ON THE PRESSURE 

I FLUCTUATIONS MEASURED ON 15' AND 20' 

I CONE-CYLINDERS AT TRANSONIC 

SPEEDS* 

I By Charles F.  Coe and Arthur J.  Kaskey 

I SUMMARY 

Pressure f luc tua t ions  have been measured along t h e  top  center  l i n e s  of seven 
cy l ind r i ca l  bodies having noses with 15' and 20' cone-cylinder i n t e r sec t ion  angles 
and var ious amounts of hemispherical bluntness .  A hemisphere cyl inder  w a s  a l s o  
t e s t e d .  Tests w e r e  conducted a t  angles of a t t ack  of Oo, bo, and 8' over a Mach 
number range wi th in  0.60 t o  1.17. 

l 

The r e s u l t s  of t h e  inves t iga t ion  showed t h a t  pressure f luc tua t ions  i n  regions 
of separated flow or  a t  the  loca t ions  of shock waves were smaller on cy l ind r i ca l  
bodies with 15' cone-cylinder i n t e r s e c t i o n  angles than with 20° i n t e r sec t ion  angles. 
Hemispherical blunt ing of t he  nose cones had l i t t l e  or  no e f f e c t  on t h e  pressure 
f luc tua t ions .  
however, r e s u l t e d  i n  increased f luc tua t ions  due t o  separation. 

~ 
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Replacing t h e  15' or  20' half-angle cones with a hemisphere, 

I INTRODUCTION 

Since the  t r end  of shapes i n  space vehicle  windshields has been toward 
hemisphere-cone noses and other  combinations of cones and cy l inders  f o r  t h e  rocket 
s tages ,  research w a s  undertaken t o  inves t iga t e  t h e  l i m i t s  of cone angles and cone 
bluntness  t h a t  could be used without introducing f luc tua t ions  due t o  separat ion.  
Tests of an e a r l y  configurat ion of t h e  Nimbus-EGO s a t e l l i t e  shroud with a blunted 
cone nose and a 20' cone-cylinder i n t e r s e c t i o n  angle served as a s t a r t i n g  point  i n  
t h e  present  inves t iga t ion  s ince separat ion e f f e c t s  were not iceable  i n  t h e  r e s u l t s .  
The progression of nose p r o f i l e s  proceeded t o  l ess  bluntness  of t h e  20' nose and 
then  t o  a pointed 1 5  half-angle  cone nose which w a s  expected t o  show favorable 
c h a r a c t e r i s t i c s  i n  view of t h e  Centaur model r e s u l t s  i n  reference 1. Three models 
having 15' hal f  -angle cone noses with d i f f e ren t  amounts of hemispherical blunting 
and a model with a hemispherical nose w e r e  a l s o  tes ted .  
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The roo t  mean square of t h e  pressure f l u c t u a t i o n s  measured along t h e  t o p  
center  l i n e s  of t h e  models are presented i n  t h e  r e p o r t .  These tes t s  were conductel 
as p a r t  of a research program a t  Ames Research Center t o  inves t iga t e  both t h e  over 
a l l  b u f f e t  loads and l o c a l  steady and f l u c t u a t i n g  pressures  a t  t ransonic  speeds on 
various body shapes. Other r e s u l t s  from t h i s  i nves t iga t ion  a r e  i n  references 1, 2 
and 3. 

NOTATION 

c o e f f i c i e n t  of t h e  root-mean-square f l u c t u a t i o n s  of pressure about 
t h e  mean 4?(m) 

g0 

free-stream Mach number 

Reynolds number 

maximum body diameter 

height of pointed nose cone 

root-mean-square f l u c t u a t i o n s  of pressure about t h e  mean 

free-stream dynamic pressure 

height  of blunted nose cone 

dis tance along body a x i s  from cone-cylinder i n t e r s e c t i o n  

angle of a t t a c k  

APPARATUS ANI2 TECHNIQUE 

Models 

Sketches of t h e  seven models t h a t  were t e s t e d  are shown i n  f i g u r e  1, along 
with t h e  p e r t i n e n t  dimensions. The loca t ions  of t h e  pressure t ransducers  as 
t abu la t ed  i n  f i g u r e  1 were s l i g h t l y  d i f f e r e n t  on t h e  models l abe led  B from those 
on t h e  models l abe led  A.  All of t h e  models had c y l i n d r i c a l  bodies with t h e  same 
length and diameter except f o r  t h e  model with t h e  blunted 20' half-angle cone nose, 
On t h i s  model, t h e  c y l i n d r i c a l  s ec t ion  w a s  sho r t e r  and had a sharp s t e p  t h a t  
reduced t h e  diameter from 9.125 t o  8.4 inches a t  approximately t h e  midpoint of t h e  
cylinder.  It should be noted t h a t  a l l  t h e  t ransducers  were loca ted  forward of t h e  
s t e p  and, i n  addi t ion,  on t h i s  p a r t i c u l a r  model, t h e  transducer on t h e  cone a t  
s t a t i o n  -0.2 w a s  omitted. 

2 



The models, which were considered t o  be r i g i d ,  were constructed of wood and 
g l a s s  f i b e r  supported with s t e e l  r i ngs .  
frequencies of the  combined model and support system were not performed. However, 
t he  system w a s  similar t o  t h a t  presented i n  reference 1, f o r  which the  e f f e c t s  of 
motion were small. 

Shake t e s t s  t o  determine the  resonant 

Wind Tunnel and Instrumentation 

Tests were conducted i n  the  Ames 14-Foot Transonic Wind Tunnel within a Mach 
number range of 0.60 t o  1.17. 
i l l u s t r a t e d  by the  shaded band i n  f igu re  2. 

Reynolds number var ied with Mach number as 

The pressure t ransducers  and e lec t ronic  components used for recording the  
pressure f l u c t u a t i o n s  were the  same as i n  reference 1, with the  exception of t he  
rev ised  band-pass f i l t e r i n g  described i n  reference 3 which w a s  used f o r  t he  root -  
mean-square measurements. Figure 3 shows the  amplitude response through the  
appl ied f i l t e r i n g .  The 0.250-inch-diameter transducers were f l u s h  mounted. The 
back s ide  of t he  diaphragm of each transducer w a s  referenced t o  the  time-average 
s t a t i c  pressure from an adjacent o r i f i c e  s o  t h a t  t he  transducers responded only 
t o  the  f l u c t u a t i o n s  of pressure about t h e  mean. A steady reference pressure w a s  
insured by using approximately l5O f e e t  of tubing t o  connect t he  transducer and 
i t s  adjacent o r i f i c e .  

Procedure 

The c a l i b r a t i o n  and da ta  reduction methods were t h e  same as those described 
i n  reference 1. 
and 8' over a range of Mach numbers which var ied somewhat f o r  t he  d i f f e ren t  models, 
but  which had as i t s  limits M = 0.6 t o  M = 1.17. 
w h e r e  s ign i f i can t  pressure f luc tua t ions  occurred i n  the  regions of t he  normal 
shock waves (0 .7  < M < 0 . 9 5 ) ,  t he  Mach number w a s  adjusted i n  whatever increments 
were required t o  loca t e  the  maximum i n t e n s i t i e s  a t  successive pressure transducer 
s t a t i o n s .  

The t e s t s  were conducted a t  constant angles of a t t ack  of Oo, bo, 

I n  the  range of Mach numbers 

RESULTS AND DISCUSSION 

The longi tudina l  d i s t r i b u t i o n s  of t he  pressure f luc tua t ions  as measured along 
t h e  top  centel: l i n e s  of each of t he  models a r e  i n  figures 4 through 10. For con- 
venience i n  comparing f l u c t u a t i o n s  on the  models, representa t ive  d i s t r ibu t ions  of 
t he  f luc tua t ions  f o r  the  two cone angles and t h e i r  limits of bluntness a r e  shown 
f o r  each angle of a t t ack  i n  f igu re  11. When the  f l u c t u a t i o n s  a r e  discussed, r e f -  
erence i s  made t o  f l u c t u a t i o n s  t h a t  occur i n  the  regions of normal shock waves and 
a l s o  t o  f l u c t u a t i o n s  t h a t  occur i n  regions of separated flow. As previously noted 
i n  references 1 and 2, the  f l u c t u a t i o n s  i n  the  regions of the  shock wave a r e  char- 
a c t e r i z e d  by l o c a l l y  concentrated peaks, while t he  f l u c t u a t i o n s  i n  separated flows, 
although of lower amplitude, occur over l a rge r  areas. 
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Effect of Cone-Cylinder Intersection Angle 

0 Comparison of the pressure fluctuations on the models having 15' and 20 cone- 
cylinder intersection angles (figs. 4, 6, and 11) shows that the fluctuations in 
either the regions of the shock waves or separated flows were smaller on the models 
with 15' corner angles. 
with the 20' corner angle at angles of attack of Oo, bo, and 8' at Mach numbers 
from 0.74 to 1.00. These fluctuations, plus the higher fluctuations in the region 
of the shock wave, would result in higher buffeting inputs on rocket configurations 
having 20' cone-cylinder intersection angles than on those having 15 intersection 
angles. 
shadowgraph pictures showing large regions of separated flow on hemisphere cone- 
cylinder models having corner angles of 30' and 45' appear in reference 4. 

Fluctuations behind the shock wave occurred on the model 

0 

Although tests were not conducted with corner angles larger than 20°, 

Effect of Cone Bluntness 

The effects of cone bluntness can be seen by comparing the distributions of 
the pressure fluctuations in figures 4, 5, and 11 for the 20' cone-cylinder models 
and in figures 6 through 9, and 11 for the 15' cone-cylinder models. As mentioned 
in the Introduction, the investigation of the effects of cone bluntness started 
with the 20' cone-cylinder model blunted to The results show that 
the extension of the cone to a point had little effect on the pressure fluctuations 
in either the regions of the shock wave or in the regions of separated flow. 

h/HZ0 = 0.567. 

0 The nose shapes investigated on the 15 cone-cylinder models were a pointed 
half-angle 0 

cone, one blunted to about the same fineness ratio as the pointed 20 
cone nose, one blunted to half the height of thg cone, and last, one blunted to 
about the same fineness ratio as the blunted 20 half-angle cone nose. It can be 
noted from the results that there was also little effect of the various degrees of 
bluntness on the 15 half-angle cone noses up to the limit of bluntness tested, 
h/H15 = 0.424. This conclusion was based on a comparison of data over the complete 
Mach number range of the tests. When the maximum fluctuations in the region of the 
shock wave were compared, consideration was given to the difference in transducer 
stations on the pointed cone model. The fact that the results were affected more 
by corner angle than by cone bluntness indicates that the corner angle is the more 
important parameter governing the flow on bodies with hemisphere-cone noses. 

0 

Tests were also conducted with a model which had a hemispherical nose. The 
results in figure 10 show that high-level fluctuations due to separation occurred 
between and including Mach numbers of 0.8 and 0.9 on the cylinder with the 
hemisphere nose. 

A few representative shadowgraph pictures of the flow on some of the models 
are shown in figure 12. It is interesting to note that turbulence or separation 
following a shock wave was not completely eliminated on the model with the 15' 
hemisphere-cone nose for which the pressure fluctuations were small. 
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CONCLUSIONS 

Measurements at transonic speeds of the fluctuating pressures along the top 

1. Pressure fluctuations which occurred in regions of separated flow or at 
the locations of shock waves were smaller on cylindrical bodies with 15' cone- 
cylinder intersection angles than with 20 0 intersection angles. 

2. Within the limits of these tests, hemispherical blunting of the nose cones 
had little effect on the pressure fluctuations. 

I 

0 
3. Replacing the blunted 15' and 20 half-angle cones with a hemisphere 

resulted in increased fluctuations due to separation. 

~ Ames Research Center 
National Aeronautics and Space Administration 

Moffett Field, Calif., Sept. 17, 1962 
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Figure 12.- Shadowgraph pictures showing the effect of some of the nose 
shapes on the flow. 
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